
Building the American Dream 

Retractable handle for 

convenient transport 

Welded box frame 

construction for vibratin 

reduction and stable sawing 

MODEL 

Optimized water flow system 

for blade life extension and 

cutting performance 

MAX Blade Capacity in (ems) 

Operanting Weight lbs. !kg) 

Front Wheels Size in (ems) 

Rear Wheels Size in (ems) 

Blade Collar Dia in (cm) 

Dimensions L x W x H in (ems) 

Drive System 

Water Tank Capacity Gal (Its) 

FLOOR SAWS 

Walk Behind Concrete Saw MSM 

Reliable HONDA 

engine 

I 
Easy adjustable engine plate for 

quick and easy belt tensioning 

with self-aligning pillow block _____ ___;:=.,•-

ball bearings 

MSM 

14" !35) 

188 lbs, (85) 

R-2" W2"
!5) !5)

R-3" W2"
(7.6) (5)

31/2"(8.9) 

36" X 2 I " X 36" 
(91) X (53) X (91) 

(3) cog V Belt

21 gal (8) 

8 HP Honda 

Cyclone 

Walk Behind 

I Piece 

The quick release blade 
collar make It easy to 

Install and remove blades 
eliminating arbor damage 

caused by inadequate 

Low resistance manual crank 
lift with locklng mechanism 

Des.igns and specific...,tions s.ubject to ch.lnge without nonce or obligations 
Exact weights are dependent upon power source. 

Engine Power 

Air Cleaner Type 

Classification 

Blade Guard 
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FLOOR SAWS 

Walk Behind Concrete Saw MCS-1 

Building the American Dream 

Handle Grip for 
easy control 

Retractable handle for 
convenient transport 

Welded box frame 
costruction for vibration 

reduction and stable sawing 

MODEL 

MAX Blade Capacity in fems) 

Operanting Weight lbs. (kg) 

Front Wheels Size in (ems) 

Rear Wheels Size In (ems) 

Blade Collar Dia in (cm) 

Dimensions L x W x H in (ems) 

Drive System 

Water Tank Capacity Gal (Its) 

Engine Power 

Air Cleaner Type 

Classification 

Blade Guard 

Low resistence manual crank lift 
with locking mechanism 

Quick Relase arbor shaft 
with self-aligning pillow block 

ball bearings 

MSM 

18" !45) 

288 lbs, ( 1301 

R-2" W2"
IS) !S)

R-4" W2"
(10) !SJ

4"(10.16) 

42" X 24" X 37" 
(106) X (60) X (93) 

!3) cog V Belt

3.5 gal (I 3)

13 HP Honda 

Cyclone 

Walk Behind 

Hinged 

I 

Easy hinged access 

The quick release blade 
collar make it easy to

Install and remove blades 

Reliable HONDA 
engine 

I 

Easy adjustable engine plate for 
quick and easy belt tensioning 

Front cutting guide 

Low resistance manual crank 
lift with locking mechanism 

Designs and specific..,tions .s.ubject to ch.lnge without nonce or obligations 
Exact weights are dependent upon povver source. 
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Building the American Dream 

Handle Grip 
for easy control 

I 

Retractable handle for 
convenient transport 

Welded box frame 
construction for vibratin--

reduction and stable sawing 

Optimized water flow system 
for blade life extension and 

cutting performance 

Blade shaft: l " diameter 
Max cutting depth: 7" 

FLOOR SAWS 

Walk behind-Concrete Saw JCS 

Low resistance manual 
crank lift with locking 

mechanism 

Reliable HONDA 
engine 

MODEL JCS 

MAX Blade Capacity in (ems) JS" (45) 

Operanting Weight lbs. (kg) 264 lbs, (120) 

Front Wheels Size in (ems) R-2.5" W2"
(6.3) (SJ

Rear Wheels Size in (ems) R-3" W2"
(7.6) (5)

Blade Collar Dia in (cm) 3 1/2" (8.9) 

Dimensions L x W x H in (ems) 42"x 24"x37" 
( J 06) X (60) X (93) 

Drive System (3) cog V Belt

Water Tank Capacity Gal (Its) 10 gal (40)

Engine Power 8-13 HP Honda

Air Cleaner Type Cyclone

Classification Walk Behind

Blade Guard J Piece 

Water tank 

Des.igns and specific...,tions s.ubject to ch.lnge without nonce or obligations 
Exact weights are dependent upon power source. 
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Building the American Dream 

Front cutting guide 

Reliable 
HONDA 
engine 

Handle grip for easy control 

FLOOR SAWS 

Self pro elled-Concrete Saw JCST 

MODEL 

MAX Blade Capacity in (ems) 

Operanting Weight lbs. (kg) 

Front Wheels Size in (ems) 

Rear Wheels Size in (ems) 

Blade Collar Dia in (cm) 

Dimensions L x W x H in (ems) 

Drive System 

Water Tank Capacity Gal (Its) 

Engine Power 

Air Cleaner Type 

Classification 

Blade Guard 

Welded box frame construction 
for vibratin reduction and 

stable sawing 

Self propelled control 

JCST 

18" (45) 

319 lbs, (145) 

R-2.5" W2"
(6.3) (5)

R-3" W2"
(7.6) (5)

3 l/2" (8.9) 

42" x 24" x37" 
( 106) X (60) X (931

(4) cog V Belt

N/A

13 HP Honda 

Cyclone 

Self-Propelled 

1 Piece 

Des.igns and specific...,tions s.ubject to ch.lnge without nonce or obligations 
Exact weights are dependent upon power source. 
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Building the American Dream 

Blade guard for 
operator safety 

Handle Grip for l 
easy control 

20" Balde capacity model 
Provides up to 8" depth of cut 

Rugged oversized conveyor cart 
for maximum material stability & 

easy material placement 

Precision screw feed for an 
accurate cutting depth 

Foot pedal control provide precise 
blade orientation & operator comfort 

MASONRY SAWS 

Block & Brick Saw BBS 

Water pump ' 
for maximum 
blade cooling 

L 
Reliable HONDA 

enginge 

Open-back design allows 
cutting large material 

I 

Rigid steel frame minimizes vibrations 
and assures accurate cutting 

MODEL 

MAX Blade Capacity in (ems) 

Operanting Weight lbs. (kg) 

Dimensions L x W x H in (ems) 

Standard 4" fork lift pockets 
--- for easy transportation 

BBS 

20" (50) 

580Ibs, (263) 

62" X 25" X 55" 
(157) x(63)x(l40)

Designs and spec;fications subject co change without notice or obligations. 
Exact weights are dependent upon power source. 
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Building the American Dream 

Reliable HONDA 
enginge 

L_ 

Water pump 
for maximum 
blade cooling 

L 

Open-back design allows 
cutting large material 

Standard 4" fork lift pockets 
for easy transportation 

I 

Rigid steel frame minimizes vibrations 
and assures accurate cutting 

*For Electric Motors

• If 14" blade pulley size must be 6" diameter

• If 20" blade pulley size must be 3-1/2" diameter

MASONRY SAWS 

Block & Brick Saw BBS -------

Handle Grip for l easy control 

Blade guard for 
operator safety 

20" Balde capacity model 
Provides up to 8" depth of cut 

I 

AVAILABLE IN: 

5HP lPH / 3PH 

7.SHP 3 PH

Rugged oversized conveyor cart 
for maximum material stability & 

easy material placement 

Precision screw feed for an 
accurate cutting depth 

Foot pedal control provide precise 
blade orientation & operator comfort 

BBS 

MAX Blade Capacity in (ems) 20" (50) 

Operanting Weight lbs. (kg) 580lbs, (263) 

Dimensions L x W x H in (ems) 
62"x 25"x55" 
( 157) X (63) X (140)

Designs and specifications. subject to change without notice or obligations. 
Ex.!a weights are de�ndenr upon powf!t source. 
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