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Suction x Max Max Max Max Max 
Operating Oil 

Fuel Fuel 
Start 

Wheel 
Dimensions 

Dry 
Model Discharge Capacity Head Head Pressure Solids Engine HP 

RPM Alarm 
Capacity Rate 

Method 
Kit 

inch 
Wt 

in. GPM ft. ft. psi. in. gal. gal. Option lbs. 

GASOLINE POWERED CENTRIFUGAL PUMPS 

QP2H 2x2 158 115 25 50.0 0.25 
Honda 

3.5 3,600 YES 0.7 0.26 Recoil UWKB 27 X 18.5 X 20.5 53 
GX120 

QP303H 3x3 245 98 25 42.4 0.5 
Honda 

4.8 3,600 YES 0.9 0.46 Recoil UWKB 29 X 22 X 23 77 
GX160 

QP402H 4x4 425 100 25 43.3 0.75 
Honda 

7.9 3,600 YES 1.4 0.67 Recoil UWK4 29 X 25 X 28 145 
GX240 

GASOLINE POWERED CENTRIFUGAL HIGH PRESSURE PUMPS 

QP15HP 1.5 X 1.5 56 197 25 86 0.18 
Honda 

2.1 3,600 YES 0.2 0.2 Recoil n/a 16X 11 X 15 22 
GHX50 

QP205SH 2x2 106 230 25 100 0.18 
Honda 

4.8 3,600 YES 0.9 0.46 Recoil UWKB 20 X 15 X 16.5 64 
GX160 

QPT205SLT 
2 X 1 

126 312 25 135 0.18 
Honda 

7.9 3,600 YES 1.4 0.67 Recoil UWKB 25.5 X 19 X 23.5 99 
X 1.5 GX240 

QPT305SLT 
3 X 1 

145 328 25 142 0.18 
Honda 

10.7 3,600 YES 1.6 0.8 Recoil UWKB 28 X 21 X 24 110 
X 1.5 GX340 

QPT405SLT 
4x3 

210 377 25 163 0.18 
Honda 

11.7 3,600 YES 1.6 0.8 Recoil UWK4 36 X 28 X 32 311 
x3 GX390 

GASOLINE POWERED DIAPHRAGM PUMPS 

MQD2H 2x2 50 50 25 n/a 1.5 
Honda 

3.5 2,850 YES 0.7 0.26 Recoil Included 27 X 18.5 X 20.5 125 
GX120 

MQD3H 3x3 90 50 25 n/a 1.5 
Honda 

3.5 2,850 YES 0.7 0.26 Recoil Included 29 X 22 X 23 175 
GX120 

ACCESSORIES 

I MODEL I DESCRIPTION 

Suction Hoses HS and HSQ series 2", 3", 4", and 6" diameter rigid PVC helix reinforced hose - NPT Thread and Cam/Groove Coupler 

Discharge Hoses HD and HOO Series 

Wheel Kits UWK Series 

Q/O Couplers 
A200A, A300A, A400A, 

A600A 

Vacuum Testing 
7100031 

Kit 

All features and specifications are subject to change without notice. 
© COPYRIGHT 2017 MULTIQUIP INC. • REV 091517 

2", 3", 4" and 6" diameter lay-flat synthetic PVC reinforced hose - NPT Thread and Cam/Groove Coupler 

Wheel kits for pipe-frame pumps. 8" foam-filled tires, retractable handle, 
and necessary hardware for easy installation 

2", 3", 4" and 6" high quality Cam/Groove aluminium fittings that thread onto 
male NPT pump ports for quick-disconnect hose operations 

Pump vacuum test guage that easily affixes to 2", 3", 4" and 6" port 
to check pump casing pressure integrity 
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