
Reduce glare and minimize light pollution with new diffuse LED light 
towers from Generac Mobile. Certain types of night time work, such 
as road maintenance, require lighting with minimal glare. Conventional 
light fixtures may emit harsh light that could be distracting to drivers, 
workers and others nearby. Whether it is user preference, municipal 
regulation or a requirement of the job, Generac Mobile’s diffuse LEDs 
provide even, glare-free lighting for a variety of applications. 

In addition to providing soft, 360-degree lighting, diffuse LEDs have 
all of the benefits of LED technology– including instant on/off, fuel 
efficiency and no bulb changes. Generac® LEDs are designed to last, 
with an average life expectancy of 10 years.

DIFFUSE LEDS ARE AVAILABLE ON GENERAC MOBILE’S MLT6 AND MLT4060 

LED LIGHT TOWERS. FOR THOSE WITH EXISTING MLT6 AND MLT4060 LED 

TOWERS IN THEIR FLEET, RETROFIT KITS ARE AVAILABLE.

NEW DIFFUSE LED 
LIGHT TOWERS
DURABLE, EFFICIENT, GLARE-FREE LIGHTING

APPLICATIONS
• Roadwork
• Municipal Jobs
• Outdoor Events

INNOVATIVE 
AND DURABLE 
DESIGN stands 
up to the rigors of 
the rental yard and 
job site

GENERAC MOBILE DIFFUSE 
LEDS OFFER VERSATILE 
LIGHTING. 

ADJUST TO 45-DEGREE 
ANGLE TO MAXIMIZE LIGHT 
COVERAGE. 

POSITION LIGHTS TO THE 
0-DEGREE POSITION,
OR STRAIGHT DOWN,
TO FOCUS LIGHTS 
AND MINIMIZE LIGHT 
POLLUTION.
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290w DIFFUSE LED zero degree
Area covered: 20,106 ft2 (1,868 m2)
at minimum of 0.5 foot candles (ft-c)
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290w DIFFUSE LED

DIFFUSE LEDS PROVIDE EVEN, 360-DEGREE GLARE-FREE LIGHTING 
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