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FEATURES AND BENEFITS COMPLETE LINE

VISIT OUR WEBSITE FOR MORE PRODUCT INFO, EDUCATIONAL CONTENT AND MORE

Bartell’s Forward Compactor Series is a proven series that has been built by Bartell since the 1970’s. They 
excel in landscaping applications and are easy to transport because of their light-weight build that 
doesn’t sacrifice compaction force. These units are perfect for any type of compaction job, needing 
under 5000lbs of compaction force.  

WATER TANK
HIGH QUALITY

PLATE MATERIAL

STANDARD
WHEEL KIT

TRUE HONDA
POWER

ROBUST 
THROTTLE CONTROL

BUILT-IN HOIST
HOOK

TECHNICAL SPECS

BCF1080 BCF1570 BCF2150

Engine
Spec

Length

Plate Size
Base Material

Width
Height

Power Output
Compaction Force
Max Travel Speed

Weight

Honda

GX160

16” (406mm)

23” (584mm)

132 lbs (60kg)

4.8hp (3.6kW)

2381 lbf, 10.5 kN, 1080 kgf 

85’/min (26m/min) 

28” (711mm)

Steel

14” x 22”
(350mm x 550mm)

Honda

GX160

20” (508mm)

33” (838mm)

210 lbs (95kg)

4.8hp (3.6kW)

82’/min (25m/min) 

44” (1118mm)

Cast Iron

20” x 21”
(500mm x 525mm)

3461 lbf, 15 kN, 1570 kgf

Honda

GX160

20” (508mm)

33” (838mm)

210 lbs (95kg)

4.8hp (3.6kW)

4740 lbf, 21 kN, 2150 kgf 

85’/min (26m/min) 

44” (1118mm)

Cast Iron

20” x 21”
(500mm x 525mm)

B300

Honda

GX160

18” (457mm)

25” (635mm)

220 lbs (100kg)

4.8hp (3.6kW)

4450 lbf, 19.8 kN, 2019 kgf 

94’/min (29m/min) 

24” (610mm)

Steel

18” x 24”
(457mm x 609mm)

Disc
ou

nt
-E

qu
ipm

en
t.c

om




