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RIDE-ON
TROWELS
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FEATURES AND BENEFITS COMPLETE LINE

VISIT OUR WEBSITE FOR MORE PRODUCT INFO, EDUCATIONAL CONTENT AND MORE

FEATURES

BXR 836

TECHNICAL SPECS
Finishing (Overlapping)

22.1hp, 23.5/25/27hp, 23/25/26.5hp

Kohler CH740
Kohler ECH749

-

930lbs (422kg)

48” (122cm)

10” x 18” (25cm x 46cm)

6” x 18” (15cm x 46cm)

8” x 18” (20cm x 46cm)

88” (224cm)

894lbs (406kg)

46” (117cm)

Panning & Finishing 
(Non-Overlapping)

35/37hp

Vanguard 35/37 EFI

46” (117cm)

940lbs (427kg)

48” (122cm)

10” x 18” (25cm x 46cm)

6” x 18” (15cm x 46cm)

8” x 18” (20cm x 46cm)

96” (244cm)

904lbs (410kg)

46” (117cm)

Type

Power Source

Power Output

Length

Float Pan

Operating Weight

Float Blade Size

Finish Trowel Size

Combination Blade Size

Height

Width

Weight

TITAN 96TITAN 88

TECHNICAL SPECS

Panning & Finishing 
(Non-Overlapping)

22.1hp, 23.5/25/27hp, 23/25/26.5hp

Kohler CH740
Kohler ECH749

36” (91cm)

880lbs (399kg)

40.5” (103cm)

10” x 14” (25cm x 36cm)

6” x 14” (15cm x 36cm)

8” x 14” (20cm x 36cm)

78” (198cm)

844lbs (383kg)

46” (117cm)

Panning & Finishing 
(Non-Overlapping)

44hp

Kubota V1505-T Turbo Diesel 
(Tier 4 Interm)

46.4” (118cm)

1830lbs (830kg)

50” (127cm)

N/A

6” x 18” (15cm x 46cm)

8” x 18” (20cm x 46cm)

104” (264cm)

1770lbs (802kg)

63” (160cm)

Type

Power Source

Power Output

Length

Float Pan

Operating Weight

Float Blade Size

Finish Trowel Size

Combination Blade Size

Height

Width

Weight

TITAN 78

BXR-836 
(Non-overlapping)

8” x 14” (20cm x 36cm)

36.5” (93cm)

38.5” (98cm)

22hp (16kW)

Honda GX690

10” x 14” (25cm x 36cm)

6” x 14” (15cm x 36cm)

75.5” (192cm)

728lbs (330kg)

772lbs (330kg)

41” (104cm)

BXR 836

“The Boxer” is a lightweight introductory unit for those that need greater production than 
walk behind trowels, but don’t have the need to for a professional rider. This low-profile 
machine gives you the productivity of three walks, but is compact enough to fit in the back 
of a standard pickup truck. The Boxer features four lifting handles for manual lifting and 
intuitive controls for the novice operator. Non-overlapping design and high power allows 
you to pan or float prior to finishing.

Honda GX690 (22hp) Power Water Spray System Front and Rear lighting  

FEATURES
Low profile design gives the operator greater visibility of the blades
Lower center of gravity eliminates rocking during directional changes
LED Lights in front and rear for better visibility in low light
Multiple engine selections available – up to 37hp
Greater RPM (Up to 180 RPM with select engines)
Control panel includes cup holder, USB charging and hour meter
Optional 225lb weight kit for tougher applications
Lift off front panel for easy maintenance
Titan series mechanical riders use the same major parts to reduce 
parts inventory 
New upgraded seat with arm rests
Interchangeable steering positions (inboard or outboard) for operator 
comfort
Engine compartment lighting for easy service in low light
Heavy duty gearbox for longer life
High Quality Grizzly Blades included
Under-seat single lift hook
New compact transport system
Toolbox standard on certain models
Under seat safety switch

FEATURES

Hydraulic Steering
Mechanical Drive
Low Operator Fatigue
Super Heavy Duty Gearbox
Pneumatic Seat
Blade Access Panel
Tier 4 interim diesel
Spray System
LED lights
Variable Blade Pitch
Four lifting eyes

TITAN 78

TITAN 96 HYDRAULIC

TITAN 88

TITAN 96

TITAN 96 HYDRAULICHYDRAULIC

Disc
ou

nt
-E

qu
ipm

en
t.c

om




