
MORTAR MIXERS
7 Cu Ft • 9 Cu Ft
Provide a fine and more homogeneous mixture, greater mortar fluidity 
due to a horizontal rotating mixture with 4 blades. 

Unique lever system with two stages to tilt, 
providing better ergonomics for the worker.

Isolated bearings with cast 
iron pillow blocks, assuring 
life time performance.

Heavy duty 1/2” steel
bars safety grid

Solid 2” paddle 
shaft in square 
hardened steel

Exclusive two-stage
handle for better 
ergonomics

Reinforced 3/16” 
drum thickness

Powder coat painting, for greater 
protection and finishing

Heavy duty 2”
wheels axle, with high
speed hubs and wheels

24 MONTHS WARRANTY
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Total Volume
Drum Capacity
Weight without the Engine
Sizes | Position of the Mixture (L x W x H)
Drum Thickness
Box for the engine
Wheels
Towing

7 Cu Ft (200 liters)
7 Cu Ft (200) | 1½ - 2½ Bags
660 Lbs
72 x 52 x 66 inches
8g 1/8”
Electric or Combustion
Pneumatic Rim 13”
Tow bar for Transport and Towing

9 Cu Ft (250 liters)
9 Cu Ft (250) | 2½ - 3½ Bags
790 Lbs
76 x 52 x 66 inches
4g 3/16”
Electric or Combustion
Pneumatic Rim 13”
Tow bar for Transport and Towing

TECHNICAL SPECIFICATIONS 7 Cu Ft 9 Cu Ft

Developed with 
robust structure and 
components which 
provide greater yield 
and homogenization 
for mixing mortar.

WE WANT TO BUILD A GREAT BUSINESS WITH YOU. 
Reference of quality in the construction machinery segment. Leading brand on sales of Concrete Mixers. Present in over 40 countries in 
the world. Recognized for having a complete range of products, providing greater productivity and profitability to the business. We are 
Menegotti North America, a Company from Menegotti Group, and we want to bring you the best we’ve got! 

PRO Line
Professionals at Work. Products designed for Professional use in small to big jobs, 
delivering higher productivity, safety and profitability.
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