
MIXERS

CONCRETE MIXERS

High abrasion resistant steel, 1/8" thick ensures longer life

Heavy duty, retractable tow bar with 2" ball or pintle hitch

Axle springs for less bounce and sway during transport on some 
models

Multi position dump latch is easily accessed

Oversized dump wheel makes discharge almost effortless

Powered by reliable Honda engines

Electric motor options also available

,

Machine Dimensions

Specifications

MC95H240

1 - 1.5

9.5ft³ (0.27m³)

Honda GX240

5.6qts (5.3L)

MC7H160

1 - 1.2

7.5ft³ (0.21m³)

Honda GX160

3.3qts (3.1L)

MC6PH160

1.0

6ft³ (0.17m³)

Honda GX160

3.3qts (3.1L)

MC9PH240

1 - 1.5

9ft³ (0.25m³)

Honda GX240

5.6qts (5.3L)

MCH12H390

1.5 - 2

12ft³ (0.34m³)

Honda GX240

5.6qts (5.3L)

80" (203cm)

51" (129cm)

60" (152cm)

830lbs (378)

105Dba

Poly

80" (203cm)

51" (129cm)

60" (152cm)

895lbs (407)

105Dba

Steel

80" (203cm)

51" (129cm)

60" (152cm)

868lbs (395)

105Dba

Steel

80" (203cm)

51" (129cm)

60" (152cm)

790lbs (359)

105Dba

Steel

80" (203cm)

51" (129cm)

60" (152cm)

770lbs (359)

105Dba

Poly

Model

80lb redi-mix

Capacity 

Engine

Fuel Capacity

Length

Width

Height

Weight (dry)

Sound Power

Drum Material

Concrete mixers developed with the contractor 
in mind
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