
FEATURES

Hydraulic dump cylinder for operator ease
Tapered drum opening eliminates spilling on the job
Heavy duty safety cage with over-sized bag breaker
1 3/4” hardened steel paddle shaft with double bearings and eight 
grease seals
Removable heavy duty tow hitch
Hydraulic reservoir combined in heavy steel frame
Solid 1 5/8” steel axle with suspension springs and 13” tires for smooth 
towing
Dual controls for mixing and dumping
14 gauge steel laser cut shroud with triple poll pin hinges
Electric motor options also available

MORTAR MIXER
SERIES

TECHNICAL SPECS
MM6H160

Honda GX160

6cu ft (0.17m3)

1.5 - 2

58” (147cm)

737lbs (335kg)

Steel

3.3qts (3.1L)

76” (193cm)

51” (129cm)

105Dba

Model

Capacity (bag)

Capacity

Engine

Sound Power

Height

Weight (dry)

Fuel Capacity

Length

Width

Drum Material

MM8H240

Honda GX240

8cu ft (0.23m3)

2 - 2.5

59” (150cm)

860lbs (395kg)

Steel

5.6qts (5.3L)

76” (193cm)

51” (129cm)

105Dba

MM9H240

Honda GX240

9cu ft (0.25m3)

2.5 - 3

59” (150cm)

870lbs (395kg)

Steel

5.6qts (5.3L)

76” (193cm)

51” (129cm)

105Dba

THE MORRISON MORTAR
MIXERS HAVE ALL THE

FEATURES YOU’RE
LOOKING FOR
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