
Part # MLCE15 - (01)

NORTH AMERICA METAL WORKS

PRODUCT CATEGORY
SAWS
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FEATURES AND BENEFITS COMPLETE LINE

VISIT OUR WEBSITE FOR MORE PRODUCT INFO, EDUCATIONAL CONTENT AND MORE

TECHNICAL SPECS

10” (25cm)

2.25” (6cm)

0.75 HP

120V (60Hz)

900W

8A

52” (132cm)

24” (61cm)

44” (112cm)

98lbs (45kg)

143lbs (65kg)

40” (102cm)Maximum Rip Length
Blade Diameter

Maximum Cutting Depth

Horsepower

Watts

Amperage

Length

Width

Height

Voltage

Weight

Operating Weight

TECHNICAL SPECS
Tile

7” (18cm)

20” (51cm)

14” (36cm)

Wet

Saw Type

Blade Diameter

Max Rip Length

Max Diagonal Cut

Useage

Tile

115V / 60Hz

1.5HP

6” - 10” (15cm - 25cm)

5/8” (16mm)

3200

98lbs (44kg)

3.5” (9cm)

20” (51cm)

14” (36cm)

Saw Type

Motor

Horsepower

Blade Capacity

RPM

Weight

Cutting Depth

Rip Cutting

Diagonal Cutting

Blade Arbor

3HP (2238kW) Peak

115V

15A

60 Hz

Carbon Brush

3600 rpm

14” (356mm)

17” (431mm)

8” x 8” x 16”

31.5” (800mm)

18.5” (470mm)

30” (762mm)

Horse Power

Volts

Amps

Hertz (Cycles)

Blade Shaft Speed

Max Blade Size

Straight Cut Length

Max Material Size

Length

Motor Type

Width

Height

ST710SR ST1000JR

STR-840

SM1410

The SG10 is the perfect saw for cutting relief 
joints in new concrete. It is the fastest green 
saw in the market. 

The SG10 also has an adjustable handle to fit 
any user when sawing. This saw is perfect for 
anyone cutting lots of relief joints.

The SS18H39W is a great saw for all flooring 
applications and with the Honda GX390 engine, 
it’s more powerful and uses less fuel than its 
predecessor. 

The SS18H39W has the capability of having the 
blade attached to either side. It also has the 
added benefit of the depth guide indicator that 
will help with precise cutting and letting the user 
know how deep their cutting at all times. 

TECHNICAL SPECS
Gasoline / Petrol

Kohler

7.0HP (5.2kW)

3.25” (83mm)

10” (254mm)

0.0625” (15.88mm)

Handle Rotation

44” (112cm)

15” (38cm)

31” (79cm)

108lbs (49kg)

1.5” (37mm)

10” (250mm)

6000rpm

3.25” (81mm)

7” (180mm)

Type
Engine
Power Output
Cutting Depth

Standard Arbour Size
Depth Adjustment
Length
Width
Height

Blade Size

Weight

Max Depth Green
Max Depth Cured
Max Blade Size
Min Blade Size

Blade Speed

SS18H39W

TECHNICAL SPECS
18” (457mm)

14” (356mm)

Honda GX390 

1.25” (31.7mm)

1” (25.4mm)

2600rpm

6 5/8” (168mm)

4 5/8” (117mm)

225lbs (102 kg)

275lbs (125kg)

42.3” (107.5cm)

54” (137.7cm)

Maximum Blade Diameter
Maximum Duel Blade Diameter
Engine
Blade Shaft Diameter

Max. Blade Shaft Speed
Maximum Cutting Depth (18” [457mm] Blade)

Maximum Cutting Depth (14” [356mm] Blade)

Weight (Dry)
Weight (Shipping)

Blade Arbor Diameter

Height (With Water Tank)
Length

24.5” (62.3cm)Width

SG10

BSM1402

2½ HP

3420 RPM

14”

4½”

207 lbs

Horse Power

RPM

115-120V/60 hz.Motor

Max Blade Capacity

Cuttin Depth

Weight
17”Cutting Length

Length 40.5”

Width 23.2”

Height 31.7”
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